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	BIOS Release Note


Function:  BIOS

Project Name: TPS01
Project Revision: FAB-B
Document Revision: 962F1P03
Issue Date: 11/26/2009
	
	APPROVED
	CHECKED
	PREPARED

	BY
	Nigel Wu
	    Nigel Wu
	Tony Bo

	DATE
	11/26/2009
	11/26/2009
	11/26/2009



※  ※    MODIFIED HISTORY    ※  ※
	REV.
	MODIFIED DESCRIPTION
	DATE
	REMARK

	962F1D01
	1.Release the init BIOS.
	07/06/2009
	

	962F1D02
	1. Patch CK505 Init At PowerOn issue.
2. Fixed Change holt key 'ESC' to 'F4' for exit popup menu.
3. Patch PS2 Mouse not work.
4. Patch Sleep fail.
5. Fixed show total memory size in post screen.
6. Fixed show SATA Channel information in setup.
7. Add Onboard PCI lan.
8. Fixed Model Name not change for different SKU in setup.
9. Patch MAC Address item in setup.
10. Patch COM2 set in setup.

	07/13/2009
	

	962F1D03
	1. Patch PS2 KB & MS S1 wakeup issue.
2. Add Case open fuction.
3. Patch smart led function.
4. Add PCI Auto detect fuction.
5. Fix Mouse error information when plug usb mouse.
6. Add ps2kb/MS wakeup from S4.
7. Fix S1 led can't blink issue.
8. Fix usb device can't wakeup s3/s4.
9. Patch Onboard Lan some function fail issue.
10. Add Power On by Ring item function.
11. Add Warning Temperature/Shutdown Temperature function support.
12. Close Spread Spectrum for EIV test.
13. Update NB and SB Module.

14. Add infion TPM Function.
15. Patch Onboard Audio disable function.
16. Disable USB BEEP event when plug and pull out.
17. Patch System Temperature show wrong issue.
18. Add OnBoard CIR Port.
19. Add SATA Controller function.
20. Patch some character errors in setup.
	07/23/2009
	

	962F1D04
	1. Fixed 4G Memory size show error.
2. Update VGA BIOS to v1818.
3. Fixed the DMI information can't be update under DOS issue.
4. Patch the system can be waken up by ps2kb/MS from S4.
5. Patch the system can be waken up by USB device  from S4.
6. Turn off keyboard led when enter S3/S4/S5.
7. Hide ACPI Suspend Type default "Auto".
8. Modify system date setting after clear cmos.
9. Modify SATA Device Auto detect post show string.
10. Fixed that the PS2 KB mixed with the USB MS or the USB MS mixed with the PS2 KB can't use in EDIT.COM.
11. Modify system manufacturer and model mame.
12. Patch the speaker beep abnormally when remove the memory.
13. Patch HW sata si test.
14. Add 8102E lan rom.
15. Patch Lan PXE rom can not save user’s setting.
16. Patch WHQL test HPET fail.
17. Patch marketing name change.
	08/04/2009
	

	962F1D05
	1. Update AMI codebase.
2. Modify Serial Port2 Mode default to NORMAL.
3. Modify USB 2.0 Controller default to Enabled.
4. Modify SIO to IT8721F.
5. Remove 8100C lan.
	08/24/2009
	

	962F1D06
	1. Patch CPU and System Temperature.
2. Patch Smart fan function.
3. Patch some items in PC Health Status.
4. Enable EUP function for ITE8721F-BX.
	09/07/2009
	

	962F1D07
	1. Patch power led blinking when weakup from S1.
2. Modify some items in setup.
3. Patch the Beep of Buzzer.
4. Update VGA BIOS to v1870.
5. Patch HW sata si test.
6. Patch Warning Temperature function.
7. Add EUP function item in setup.
8. Add 8100C lan.
	09/26/2009
	

	962F1B08
	1. Patch for SIO RI1#,RI2# Signal Wake-Up.
2. Patch for SIO EUP Function.
3. Patch USB EHCI SVID.
	10/07/2009
	

	962F1P01
	1. Add item 'Trusted Computing' in setup.
2. Patch Smart fan function.
	10/15/2009
	

	962F1P02
	1. Fixed sometimes not power on.
	11/09/2009
	

	962F1P03
	1. Update VGA BIOS to v1933.
2. Disable unused VGA controller.
3. Patch cpu name show error.
	11/26/2009
	


	TITLE

	Project Name
	TPS01

	Software Version
	962F1P03

	Date
	11/26/2009

	Checksum
	2231H

	Software CODE Base
	AMIBIOS CORE 8.00.15, 06/02/2009

	Manufacturer/Customer
	Foxconn/Foxconn

	M/B(HW) Version
	FAB-B

	Engineer
	Tony Bo

	Project Manager
	


8
	ON BOARD DEVICE FIRMWARE / APPENDANT SOFTWARE

	On-Board LAN BIOS
	rtegrom.lom/ rtepxe.lom/RTSPXE_M.LOM

	On-Board VGA BIOS
	PV_VBIOS.dat

	Raid Controller ROM 
	raid_or.bin

	Other ROM 
	N/A


	FILE DESCRIPTION

	Source File Backup location
	ftp://10.193.207.221/main/Projects/Intel/TPS01/Sourcecode/Foxconn/

	Binary/ROM File location
	ftp://10.193.207.221/biosfile/Intel/TPS01/Foxconn/

	Binary/ROM File Name
	962F1P03.ROM

	Attached Document
	


	BUGS FIXED AND CHANGES

	1. Update VGA BIOS to v1933.
2. Disable unused VGA controller.
3. Patch cpu name show error.

	


	IMPORTANT NOTES 

	1. P version BIOS Release.

	2. BIOS ID:  962F1P03
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