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1，安装准备

1．1 安装前准备：

１.１.１　请确认您所安装产品的型号

１.１.２　请确认您的电脑里面已经删除掉了相关产品的驱动。

1．2 电脑配置要求

１.２.１133MH或者Pentium-compatible

１.２.２ Windows 2000 或者Windows xp 系统

１.２.３最少64M内存

１.２.４ 安装盘最少需要５０M空间

１.２.５ 光驱

2，安装指南

２.１　驱动安装

　　２.１.１将与产品配套的驱动光盘放如光驱中，等待自动读盘，如果您的电脑不支持自动读盘，双击盘中[image: image103.jpg]


文件

　　２.１.２弹出的对话框里面中下拉菜单为安装语言选择菜单，请根据自己系统语言选择。（图片一）

[image: image2.jpg]



图片一

　　　２.１.３在弹出欢迎使用产品对话框中点击“下一步”。（图片二）
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图片二

　　２.１.４在弹出的安装途径对话框中，已经显示出您把驱动安装在哪个目录里面，如果需要更改目录，请点击浏览，将自动弹出更改安装途径对话框。如果不需要更改，直接点击下一步。（图片三）
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图片三

　　２.１.４.１在更改安装途径对话框中，在“路径”下直接输入您选择的安装途径（如果您所输入的路径不存在，系统将按您输入的路径自动建立相对应文件夹），或者在“目录”下自己选择，选择好后点击“确认”（图片四），回到２.１.４步骤。
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图片四

　　　　２.１.６在这个对话框中，如果确认请点击下一步进行安装，如果需要更改，请点击上一步到您需要更改的对话框进行更改。（图片六）
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图片六

　　
２.１.７安装进程显示。

　　　　　２.１.７.１安装过程中跳出“微标测试”对话框，请点击“仍然继续”。（图片七）
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图片七

　　

２.１.８驱动安装完成。（图片八）
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图片八

２.２硬件安装。

　　　２.２.１将uim卡插如产品卡槽中，将产品连接到电脑pcmcia插槽/usb口上。

　　　２.２.２电脑系统栏里面将出现找到新设备的提示。（图片九、图片十）
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图片九

２.２.３在弹出的“微标测试”对话框，请点击“仍然继续”。（图片十一）
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图片十一

２.２.４电脑提示“安装完成，请重新插入设备再使用”。（图片十二）
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图片十二

　　　２.２.５恭喜您，您已经完成产品的全部安装。

３，使用指南

3．1主界面
打开连接设备主程序，初始化后其最小化界面显示如下：
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最大化界面，显示如下：[image: image13.jpg](TH® TAD BEG FHY
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使用主程序管理无线连接设备。主程序包含如下菜单：[文件]、[工具]、[设置]、[帮助]。

1．[文件]

   [连接]：连接网络。

   [电话簿存储管理]：将无线设备上存储的电话簿信息移动或复制到PC上或者将PC上存储的电话簿信息移动或复制到无线设备上。

   [短信存储管理]：将无线设备上存储的短信移动或复制到PC上。

   [退出]：退出主程序。

2．[工具]

   [打开浏览器]：打开系统默认IE浏览器。

   [电话]：进入通话界面。

   [短信]：进入短信界面。

   [电话簿]：进入电话簿界面。

   [通话记录]：进入通话记录界面。

   [无线设备存储信息]：显示无线设备上的短信和电话簿存储信息。

3．[设置]

   [选项]：进入启动设置界面，用户可以在这里设置随Windows启动自动启动，启动时直接最小化及启动时检测未读短信。

   [网络连接设置]：显示APN设置界面，用户可以选择已经存在的APN或者自己创建新的APN来设置正确的APN。

   [激活PIN码]：进入PIN码设置界面。

4．[帮助]

   [关于]：显示主程序版本号。

下表是主程序的快捷图标及其说明。

	快捷图标/快捷键
	说明

	[image: image14.png]
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	连接/断开网络
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	打开系统默认IE浏览器
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	进入通话界面
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	进入短信界面

	[image: image19.png]



	进入电话簿界面

	[image: image20.png]



	进入通话记录界面

	F1
	在线帮助


主程序界面的显示信息取决于程序所处的状态，下表列出了所有可能出现的信息及其说明

·初始化界面

	状态信息
	说明

	信号强度
	显示当前网络类型和信号强度

	网络
	显示网络信息

	本次上网时间
	显示本次上网持续时间

	本次上网流量
	显示本次上网流量信息


·程序最大化界面

	状态信息
	说明

	信号强度
	显示当前网络类型和信号强度

	网络
	显示网络信息

	连接
	包括：

·时间

·流量

	发送  接收
	包括：

·流量

·速率

·最大速率

	提示信息
	包括：

·未接电话

·新短信

·未读语音邮件


提示：

请联系网络运营商得到设置APN所需参数

3．2文件菜单

1进入菜单[文件/连接]，快速拨号上网

2进入菜单[文件/电话簿存储管理]，将存储在UIM卡及无线设备中的电话簿信息相互导入。　 

在弹出的电话簿管理窗口中，选择导入操作的源位置和目的位置；

选择不同的操作模式：

•复制：源位置中原有电话簿信息将保留；

•移动：源位置中的原有电话簿信息将被删除。

选中源位置中的电话簿，按以下的箭头： 

•[image: image21.png]>>



：从箭头左侧的位置向右侧的位置导入电话簿信息； 

•[image: image22.png]


：从箭头右侧的位置向左侧的位置导入电话簿信息。

3进入菜单[文件/短信存储管理]，将存储在无线设备中的短信导入到UIM卡中。

说明：

•短信存储管理可以实现相同邮箱类型不同存储器间的短信复制/移动，不同邮箱类型间不能进行短信的复制/移动。

•存储在UIM中的短信不能导入到无线设备中。

1．在弹出的短信管理窗口中，选择导入操作的目的位置； 

2．选择不同的操作模式： 

•复制：源位置中原有短信将保留； 

•移动：源位置中的原有短信将被删除。 

短信的移动和复制方向，按以下的箭头： 

•[image: image23.png]>>



：从箭头左侧的位置向右侧的位置导入短信（此处右箭头为灰，不可选，程序限制不能将PC中的短信导入无线设备中）； 

•[image: image24.png]


：从箭头右侧的位置向左侧的位置导入短信。
3．3设置菜单

1．选择菜单 设置→网络连接设置，选择一个合适的APN，点击<确定>。

2．点击菜单<设置>→<激活PIN码>，进入PIN设置，注意这里PIN码只能输入3次，超过3次UIM卡被锁定，设置窗口下方有剩余次数限制。
选择<设置>→<运行>，您可选择无线设备管理程序是否随Windows启动而启动以及启动时是否最小化：
	选项
	选中复选框

	在Windows启动时运行此程序
	Wireless Card管理程序会在Windows启动时一起启动。 

	启动时直接最小化
	程序启动时直接最小化显示。 

	启动时检测未读短信
	程序启动时检测UIM卡及无线设备中的未读短信。 


选择设置→网络连接设置：

1． 点击<New>

2． 根据需要设置输入相关信息

3． 点击<确定>

4． 输入新的APN名字

5． 点击<确定>保存新的APN

选择设置→网络连接设置：

1． 选择要修改的APN
2．修改相关信息
3．  点击<确定>保存

选择设置→网络连接设置：
选择一个要删除的APN，点删除
3．4功能介绍

3．4．1 连接

1．点击[image: image25.png]


，建立连接。

2．当出现网络连接成功的提示后，点击[image: image26.png]


或者打开用户电脑上的IE，就可以浏览网页。

3．点击[image: image27.png]


，断开连接。

网络连接成功，程序主界面显示如下内容：

•连接持续时间

•当前连接数据流量

•本次连接发送接收数据流量，速率和最大速率
3．4．2通话

1． 点击[image: image28.png]


或者选择 工具→电话，显示通话界面。

2． 通过如下其中一种方式输入电话号码：

•直接用电脑键盘输入电话号码。

•点击通话界面Book按钮。
3． 点击[image: image29.png]


打电话。

4． 点击[image: image30.png]


挂断电话。

程序的音量调整只能在通话过程中进行，通话时程序自动切换到通话界面，调整音量大小。

•音量调大点击[image: image31.png]


。

•音量调小点击[image: image32.png]


。

•静音点击[image: image33.png]


。

•恢复声音点击[image: image34.png]


。

通过选择联系人里的电话号码来打电话：

1． 点击[image: image35.png]


或者选择工具→电话进入通话界面。

2． 点击Book进入联系人界面，双击一个联系人或者选择一个联系人再点击<打电话>。

3． 点击[image: image36.png]


挂断电话。

通过通话记录选择电话号码：

1．点击[image: image37.png]


或者选择工具→通话记录进入通话记录界面。

2．点击已接电话或未接电话或已拨点换按钮选择一个电话号码，再点击打电话，自动进入通话界面开始通话

3．点击[image: image38.png]


挂断电话。

在电话簿中拨打您选择的号码。操作如下：

1. 选择包含您要拨打电话的电话簿信息，点击<打电话>；  

2. 您选择的电话号码会自动显示在拨号界面中，同时此号码被自动拨出。

拨打未接电话信息中的号码。
1.选择一条记录； 

2.点击<打电话>； 

3.屏幕显示拨号界面，您选择的电话号码会自动显示在拨号界面中，同时此号码被自动拨出。

保存未接电话信息中的电话号码。
1. 选择一条记录； 

2. 点击<保存号码>； 

3. 屏幕显示新建电话簿界面，无线设备默认将被选择记录中的电话号码存入电话簿中的手机栏中，如果此号码不是您要记录到手机栏中的号码，请您修改； 

4. 点击<保存>。

保存未接电话信息中的电话号码。
1. 选择一条记录； 

2. 点击<保存号码>； 

3. 屏幕显示新建电话簿界面，无线设备默认将被选择记录中的电话号码存入电话簿中的手机栏中，如果此号码不是您要记录到手机栏中的号码，请您修改； 

4. 点击<保存>。

删除未接电话中的信息。
1.选择一条或多条记录； 

2.点击<删除>，如果确认删除，点击<确定>。

拨打已拨电话信息中的号码。
1.选择一条记录； 

2.点击<打电话>； 

3.屏幕显示拨号界面，您选择的电话号码会自动显示在拨号界面中，同时此号码被自动拨出。
保存已拨电话信息中的电话号码。
1.选择一条记录； 

2.点击<保存号码>； 

3.屏幕显示新建电话簿界面，无线设备默认将被选择记录中的电话号码存入电话簿中的手机栏中，如果此号码不是您要记录到手机栏中的号码，请您修改； 

4.点击<保存>。 

删除已拨电话记录中的信息。
1.选择一条或多条记录； 

2.点击<删除>，如果确认删除，点击<确定>。

保存已接电话信息中的电话号码。
1.选择一条记录； 

2.点击<保存号码>； 

3.屏幕显示新建电话簿界面，无线设备默认将被选择记录中的电话号码存入电话簿中的手机栏中，如果此号码不是您要记录到手机栏中的号码，请您修改； 

4.点击<保存>。

拨打已接电话信息中的号码。
1.选择一条记录； 

2.点击<打电话>； 

3.屏幕显示拨号界面，您选择的电话号码会自动显示在拨号界面中，同时此号码被自动拨出。
删除已接电话中的信息。
1.选择一条或多条记录； 

2.点击<删除>，如果确认删除，点击<确定>。

来电

来电界面有来电提示窗口弹出同时还有声音提示。接听方式有两种：

1． 点击来电提示界面上的接听按钮。

2． 来电程序会自动切换到通话界面，点击[image: image39.png]


接听电话

最后点击[image: image40.png]


挂断电话

3．4．3 短消息

点击[image: image41.png]


或者选择工具→短信，进入短信界面：

1． 点击写短信按钮进入写短信界面。

2． 输入电话号码可以用如下方式之一：

	选项
	操作描述

	通过联系人选择电话号码
	点击<联系人>，选择一个电话号码点击<发短信>

	直接输入号码
	在“联系人”后面的空白处直接输入要发送的号码


3． 短信输入的最大长度是160个字符或者80个汉字。

4． 输入短信内容后请按照如下要求之一操作：

•点击<发送>来发送短信，当短信发送成功后该短信自动保存到发件箱中，如果发送失败，程序会有提示发送失败，你可以重新发送。

•点击<保存>将刚输入好的短信保存到草稿箱。

收件箱保存的是用户收到的短信，最多可以保存1000条短信。

进入短信界面，点击收件箱按钮打开收件箱。

1． 进入收件箱查看短信

•直接进入收件箱浏览和查看短信：

	步骤
	操作说明

	1
	点击[image: image42.png]


或者选择工具→短信进入短信界面

	2
	点击<收件箱>进入收件箱浏览短信，单击要查看的短信查看详细内容


•新短信查看

接收到新短信屏幕右下角会弹出窗口提示同时有短信声音提示，可以直接点击提示窗口的查看直接进入到收件箱查看新短信也可以按照上表所示的步骤进入收件箱查看。

2． 回复短信

在收件箱直接回复短信。

1．在收件箱选择要回复的短信，点击<回复>。

2．被回复号码出现在写短信界面“联系人”后面空白处，也可以更换号码。

3．输入要回复的内容。

3． 点击<发送>回复短信。

4． 转发短信

转发收件箱收到的短信。

1．在收件箱选择要转发的短信，然后点击<转发>.

2．输入要转发的号码或者点击<联系人>选择号码。

3．要转发的短信内容自动出现在发送内容上，可以对其进行编辑或者修改。

4．点击<发送>转发短信。

5． 打电话

在收件箱打电话给发件人。

1．选择一条短信，点击<打电话>进入通话界面。

2．拨打电话。

6． 保存号码

保存发件人电话号码。

1．选择一条要保存号码的短信，点击<保存号码>。

2．进入新建电话号码界面，发件人的号码自动出现在要保存号码上。

3．按要求输入号码信息。

4．点击<保存>。

7． 删除短信

删除收到的短信。

1．选择一个或多个短信，点击<删除>。

2．被选择短信被删除到垃圾箱。

发件箱保存的是用户已经发送的短信，最多可以保存1000条短信。

进入短信界面，点击发件箱按钮打开发件箱。

1。进入发件箱查看短信

直接进入发件箱浏览和查看短信：

	步骤
	操作说明

	1
	点击[image: image43.png]


或者选择工具→短信进入短信界面

	2
	点击<发件箱>进入发件箱浏览短信，单击要查看的短信查看详细内容


2.发送短信

在发件箱直接发送短信。

1．在发件箱选择要回复的短信，点击<发短信>。

2．要发送号码出现在写短信界面“联系人”后面空白处，也可以更换号码。

3．输入要回复的内容。

4．点击<发送>回复短信。

3.转发短信

转发发件箱发送的短信。

1．在发件箱选择要转发的短信，然后点击<转发>.

2．输入要转发的号码或者点击<联系人>选择号码。

3．要转发的短信内容自动出现在发送内容上，可以对其进行编辑或者修改。

点击<发送>转发短信。

4.打电话

在发件箱打电话给收件人。

1．选择一条短信，点击<打电话>进入通话界面。

2．拨打电话。

5.保存号码

可以保存收件人电话号码。

1．选择一条要保存号码的短信，点击<保存号码>。

2．进入新建电话号码界面，收件人的号码自动出现在要保存号码上。

3．按要求输入号码信息。

4．点击<保存>。

6.删除短信

删除收到的短信。

1．选择一个或多个短信，点击<删除>。

2．被选择短信被删除到垃圾箱。

被保存的短信保存在草稿箱中，最大容量可达到1000条。

保存的短信的时候，只保存短信内容，要发送的号码不能被保存。

进入短信界面，点击草稿箱进入草稿箱。

1． 编辑短信

在草稿箱中编辑短信：

	步骤
	操作说明

	1
	选择一条短信，点击<编辑>

	2
	进入写短信界面，编辑短信，点击<发送>或者<清空>


2． 删除短信

在草稿箱中删除短信：

1．选择一条或多条短信，点击<删除>。

2．短信被删除到垃圾箱。

在发件箱、收件箱、草稿箱中被删除的短信都被移到垃圾箱中，最大容量可达到1000条。

保存的短信的时候，只保存短信内容，要发送的号码不能被保存。

进入短信界面，点击垃圾箱按钮进入草稿箱。

1.恢复短信

您在垃圾箱中可以将已经删除的短信恢复：

	步骤
	操作说明

	1
	选择一条短信，点击<恢复>

	2
	短信被恢复到被删除前保存的地方


2.删除短信

在垃圾箱中删除短信：

1．选择一条或多条短信，点击<删除>。

2．短信一旦在垃圾箱中被删除，将不能再恢复。

向未接电话中的号码发送短信。

1. 选择一条或多条记录；

2. 点击<发短信>，无线设备会自动提取您选择的记录中的电话号码，并进入新建短信界面；

3. 提取出的电话号码将显示在“联系人”后的空白栏中，在编辑栏中输入相关的短信内容后，点击<发送>。
向已拨电话中的号码发送短信。
1． 择一条或多条记录； 

2． 击<发短信>，无线设备会自动提取您选择的记录中的电话号码，并进入新建短信界面； 

3． 提取出的电话号码将显示在“联系人”后的空白栏中，在编辑栏中输入相关的短信内容后，点击<发送>。 

向已接电话中的号码发送短信。
1.选择一条或多条记录； 

2.点击<发短信>，无线数据卡会自动提取您选择的记录中的电话号码，并进入新建短信界面； 

3.提取出的电话号码将显示在“联系人”后的空白栏中，在编辑栏中输入相关的短信内容后，点击<发送>。 
4．卸载指南

４.１从控制面板卸载

[image: image1.jpg]


４.１.１，打开控制面板，双击

４.１.２，在弹出面板里面找到Wireless Modem程序，如下图。点击“更改／删除”
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４.１.３弹出的对话框里面中下拉菜单为语言选择菜单，请根据自己安装语言选择。如下图

[image: image45.jpg]



４.１.４在接下弹出的对话框（下图）中，选择确定，如想放弃卸载，点击“取消”。
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４.１.５卸载程序自动运行，当出现如下图界面时候，驱动已成功卸载。
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４.２从程序里面卸载

４.２.１在程序里面找到Wireless Modem程序，打开它子菜单，“Uninstall Wireless Modem”（下图）

[image: image48.jpg]



４.２.２弹出的对话框里面中下拉菜单为语言选择菜单，请根据自己安装语言选择。如下图
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４.２.３在接下弹出的对话框（下图）中，选择确定，如想放弃卸载，点击“取消”。
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４.２.４卸载程序自动运行，当出现如下图界面时候，驱动已成功卸载。
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1. GETTING STARTED
1.1  Getting Started：

Before you use our products, you must first:
1.Have an active EDGE account with Service Provider

2.Have a properly configured SIM (Provided by the Service Provider) - facilitates permission to use network.

3.Install the products software, located on the installation CD.

4.Insert SIM card into the products SIM card slot.

5.Insert products into the PC card slot on your PC for Microsoft Windows to detect and configure.

6.Launch products, create a profile if necessary and select the Connect button.
1.2  System Requirements:

１.２.１ 133 MHz or faster Pentium- compatible
１.２.２ Windows 2000 or Windows XP

１.２.３ At least 64 MB RAM
１.２.４ 50 MB available hard drive space
１.２.５ CD-ROM drive
１.２.６ Type II, PC CARD slot ---  3.3V
2. Install

２.１　Driver Installation
２.１.１ Insert the CD that contains the products installation software into the CD-ROM drive of your computer, the installation procedures will start automatically. If the auto-run program does not start, go to the drive path, find setup.exe and double-click [image: image52.jpg]


 file on the CD.

２.１.２ The "Choose setup language" window will appear as Figure 1.Please select installation language correspondingly. 
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Figure 1
２.１.３ Following preparation the "Welcome to the Install Shield Wizard for products will appear. Read the information and click next. See Figure 2.
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Figure 2
２.１.４ In installation path dialog box (Figure 3), select the installation path, then click next,
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Figure 3
２.１.5. Following preparation “Start copying files” will appear. Read the information and click next. 
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Figure 4
２.１.6 The "Setup Status" window will appear while products is being installed. See Figure 5.
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 Figure 5
　２.１.７. Following, it will appear Figure 6 twice，please click “ continue anyway”
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 Figure 6
２.１.8 When the installation is complete, the "Install Shield Wizard Completed" window will appear. 
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Figure 7
２.１.9 .
Click Finish.
２.２Hardware Installation 

２.２.１Insert the SIM card into the modem. This is required to connect to the Internet.
Note: SIM card contact points must face downwards, and the orientation notch must be positioned as shown in the picture.
２.２.２Insert the modem into the PC card slot of your PC. Windows reads the information from the Modem and connects drivers for each function of your products. You will see a sequence of callouts near the bottom right of your computer screen as Windows connects all drivers for your products. See Figure 8。
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Figure 8

２.２.３Following preparation Figure 9-1 and Figure 9-2 will appear, click “continue anyway”
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Figure 9-2
２.２.４Following figure 10 ( your new hardware is installed and ready to use) will appear
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Figure 10
２.２.５.
Install successfully　
3. Introduction Manager Interface

3.1 Entering products Manager interface
Double click icon on the desktop to start the products Manager. If the system prompts you to input a PIN, please input a correct one. PIN code just can be inputted 3 times. Over three times, the SIM card will be locked.
3.2
Shortcut Icons Description
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: Connecting to the internet.
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: Disconnecting from the network.
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: Opening the default Internet browser in the operating system.
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: Accessing the Call service.

[image: image67.png]


: Accessing the SMS.
[image: image68.png]


: Accessing the Contacts service.
[image: image69.png]


: Accessing the Call Log service.

3.3 Internet Service
3.3.1 Network Connection Settings
Creating a New Profile:

1)
Select [Settings/Network] Connection Settings on the menu bar.
2)
Click <New>
3)
Enter a new profile name and other parameters.

4)
Click <Save> to save the new profile.

Note: Please consult the network operator for all the information to be inputted.
3.3.2 Accessing the Internet

1)
Click  [image: image70.png]


  to connect the network.
2)
When the connection is completed, corresponding information about the connected network will be displayed on the right side of the window, which includes:

*   The duration of the current connection;

*  The data flow volume of the current connection;

*   The volume, rate and the top rate of the current sending and received data.

3)
Click  [image: image71.png]


  to open the Browser.

4)
Click  [image: image72.png]9%



  to disconnect the network.

3.4 Call Service

Insert an earphone into the earphone jack of the

products before a call service.

3.4.1 Making a Call by Directly Entering a

Telephone Number

1)
Click  [image: image73.png]


  to open the Call Service window.

2)
You may enter a telephone number by clicking telephone keypad on the Call Service window.
3)
Click  [image: image74.png]


  to make a call.

4)
Click  [image: image75.png]


  to hang up.

Note: You may click  [image: image76.png]B



  to cancel the input number digit by digit or to cancel the whole input number by clicking and holding it for a moment. Alternatively, you may also do it by pressing the Backspace key of the computer keyboard.

3.4.2 Making a Call by Choosing a Telephone

Number from the Contacts List

1)
Click  [image: image77.png]


  to go to the Call Service window.
2)
Click  [image: image78.png]Book



  to open the Contacts list. Double click a contact or select a contact and then click <Call>:

 If the contact you have selected has only one number, this number will appear on the window and be dialed out directly.

 If the contact has two or more numbers, double click the intended number from the pop-up Select Phone Number window or click <Call> after selecting the number; and the selected number will appear on the window and be dialed out directly.

3)
Click  [image: image79.png]


  to hang up.

3.4.3 Answering a call

products may prompt you an incoming call by sound or vision. You may select [Settings/Options]

to set the prompt mode for incoming calls.

You will hear a sound on an incoming call by earphone if you have enabled “Equipment alert tone”.

[image: image101.png]
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1)
Click  [image: image80.png]


  to enter the Call Service window.

2)
Click  [image: image81.png]


  to make a call.

3)
Click  [image: image82.png]


  to hang up.

* You will see a pop-up window on an incoming call if you have enabled "Alert window"

1)
Click <Answer> to answer a call.

2)
Click <Reject> to reject a call.

3.4.4
Volume Control
Click  [image: image83.png]


  to open the Call Service window. You may adjust the voice volume by pressing  [image: image84.png]


  or  [image: image85.png]


.

Press  [image: image86.png]


  to increase the volume;

Press  [image: image87.png]


  to decrease the volume.

3.5 SMS

3.5.1 Writing a New Message

1)
Click  [image: image88.png]


  to open the SMS window.

2)
Click <Write> to open a New window.

3)
Enter a telephone number and message contents.
4)
Click <Send> to send the message.

Note: You may also click <Contacts> to search for a telephone number in the Contacts book.

3.5.2 Viewing a Message

An incoming message can be prompted by sound or vision as is preset on the menu bar [Settings/Options].

You will hear sound prompt on a new incoming message if you have enabled "Alert tone".

1)
Click  [image: image89.png]


  to enter the SMS window.

2)
Click <Inbox> to enter the inbox to view received messages.

You will see a pop-up window on a new incoming message if you have enabled "Alert window".

Click <View> on the pop-up window to enter the Inbox to read messages, or click <Close> to leave messages unread.

3.6 Contacts Service

3.6.1 Creating an Item in the Contacts

1)
Click  [image: image90.png]


  to enter the Contacts window.

2)
Click <New>.

3)
Enter such information as Name, telephone numbers, E-Mail and other information.

4)
Click <Save> to save the information.

3.6.2 Modifying Items in the Contacts

1)
Click  [image: image91.png]


  to enter the Contacts window.

2)
Highlight the information to be modified and double click it or click <Edit>.

3)
Click <Save> to save the modified information.

3.6.3 Deleting Items from the Contacts

1)
Click  [image: image92.png]


  to open the Contacts window.

2)
Select one or more items you want to remove from the contacts, and then click <Delete>.

3)
Click <OK> to confirm the deletion.

3.6.4 Sending a Message

1)
Click  [image: image93.png]


  to open the Contacts window.

2)
Select one or more items from the Contacts, and then click <Send>; the program will jump to the window for creating a new message.

3)
The mobile numbers retrieved appear in the blank column behind the "Contacts". Input the content

for the message and click <Send>.

3.6.5. Making a Call
1)
Click  [image: image94.png]


  to open the Contacts window.

2)
Select the item that contains the number you want to dial from the Contacts, and then click <Call>.

If the item you have selected contains only one telephone number, the Call Service window will be displayed automatically.

If two or more telephone numbers are contained in

the item you have selected, the Select Phone Number window will be displayed and you will be prompted to select one number. After doing that, click <OK> and the Call Service window will be displayed.

3)
The phone number you have selected will be displayed automatically in the Call Service window; and the number will be dialed out automatically.

3.6.6. Searching for Items in the Contacts

1)
Click <Find>.

2)
In the Find window:

Select a field item from the pull-down list in the "Condition" area. Enter relevant searching terms in the "Value" text box.
Select "Match Whole Word Only" and/or "Match Case".

3)
Click <Next> or <Prev> to begin searching.

3.7 Call Log Service

The call log service provides the information of missed calls, received calls and dialed calls.

The executable operations and operating procedures for these items of service are absolutely the same. Now

let's take the operations for the Missed Calls service as an example for introduction.

3.7 1. Sending a Message
1)
Click  [image: image95.png]


  to open the Call Log window.

2)
Click <Missed Calls> to access the registered missed calls.

3)
Select one or more items and click <Send>, the program will jump to the SMS Write window.

4)
The numbers retrieved automatically will be displayed in the blank column behind the"Contacts". Input the content for the message and click <Send>.

3.7.2 Making a Call
1)
Click  [image: image96.png]


  to open the Call Log window.

2)
Click <Missed Calls> to access the registered missed calls.

3)
Select an item and click <Call>, the program will jump to the Call Service window.

4)
The selected phone number will be displayed automatically on the Call Service window, and then the number will be dialed out automatically

3.7.3. Saving a Number
1)
Click  [image: image97.png]


  to open the Call Log window

2)
Click <Missed Calls> to open the item of missed calls

3)
Select an item and click <Get Number>, the program will jump to the New Contacts window.

4)
By default, the products will save the number of this item to the Mobile column in the contacts, which can be modified

5)
Click <Save> to save the number.

3.7.4. Deleting Items
1)
Click  [image: image98.png]


  to open the Call Log window.

2)
Click <Missed Calls> to access the Missed Calls window.
3)
Select one or more items.

4)
Click <Delete>. If you are sure, click <OK>
3.8  File Menu

Access [File/Address Manager], you can educe linkman information from SIM card to PC or educe SIM messages from PC to SIM card.

In address manager window, select original position and aim position for educing operation and select one operation mode:
•Copy: the linkman information won’t be deleted at the original position 

•Move: the linkman information will be deleted at the original position. 

Choose the linkman information at the original position. Then: 

•Click[image: image99.png]>>



 to educe the linkman information from PC into SIM card

•Click [image: image100.png]


to educe the linkman information from SIM card into PC 
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